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The invention relates te improvements in line- 
men's safety belts. The ordinary lineman's 
belt consists of a body belt te which is detacha- 
bly secured, as by snaps or the like, an outer 
safety strap adapted te encircle the pole on the 5 
side of the pole away ïrom the lineman. This 
is reasonably effective as long as the lineman 
is leaning outwardly against the belt, but should 
the tension on the belt be relaxed, as, for ex- 
ample, where a lineman cornes in contact with 
a lire wire, the safety belt is no longer effective. 
Various means have been proposed for over- 
coming this objection but none has been de- 
signed se far which has been successful in 
tual practice. 15 
The object oï the present invention is te pro- 
vide a simple attachment ïor a lineman's saïety 
belt which will automatically catch and bind the 
pole the instant any weight is placed upon the 
belt and thus will effectively prevent the line- 
man ïrom falling in the event he cornes in con- 
tact with a lire wire. 
This object is obtained in accordance w.ith the 
present invention by providing an inside belt 
which is adapted te be snapped on te the body 
belt and which may be secured te the outer 
saïety belt by means of buckles having tongues 
adapted te penetrate holes in the outer saïety 
belt and hold the attachment in position, and 
also equipped with rollers which guide a per- 0 
tion oï the inner belt se as te pass inside the 
pole; that is te say, on the same side oï the pole 
as the lineman and on the opposite side oï the 
pole from the outer reach of the outer belt. 
The invençion will be more readily understood 
by reference te the accompanying drawing and 
the ïollowing detailed description, in which are 
set forth an illustrative embodiment of the in- 
vention. 
In the drawings: 40 
Fig. 1 is a .plan view showing the improved 
safety belt illustrated as applied te a pole which 
is shown in horizontal section: 
Fig. 2 is a fragmentary view on a larger scale 
than Fig. 1 of the left hand portion of the inner 45 
safety buckle, including the buckle for attach- 
ment te the outer belt, the pole engaging loop 
being partially broken away; 
Fig. 3 is a similar view of the right hand por- 
tion of the inner safety belt; 50 
Fig. 4 is a detail view of the attaching buckle 
and associated rollers of Fig. 2; and 
Fig. 5 is a detail view of the attaching buckle 
and associated roller of Fig. 3. 
My improved safety attachment is adapted 55 

2 
te be secured te an ordinary lineman's belt 
which comprises a body belt portion I{} equipped 
with an adjusting buckle I I and an outer safety 
belt portion 12 which is adapted te surround a 
pole or the like 13. The outer safety belt is 
normaily equipped with snaps I adapted te 
engage rings I carried by the body belt por- 
tion. The outer belt is also normally equipped 
with an adjusting bluckle  for regulating the 
length of the beR, which buckle is equipped with 
the usual tongue for engaging in holes in the 
belt 12. These holes, in accordance with the 
present invention, extend through a substantial 
portion of the length of the outer belt se as 
te permit attachment of the auxiliary safety 
strap by means of buckles with which said safety 
strap is equipped, as will be more fully described. 
The improved safety attachment comprises a 
strap 2{} preferably of different width than the 
outer strap 12 se that if can be readfly distin- 
guished frein the outer strap by feeL This inner 
strap is equipped with a pair of snap hooks 
21 permitting attachment with the saïety de- 
vice te the rings I of the body belt portion 
The inner belt 2{} is also preferably, secured with 
an adjustable buckle 23 te vary the length of 
the belt as desired. The safety attachment is 
equipped with a pair of follet cam'ying buckles 
2 and 26 for attachment te the outer safety 
belt 2. These buckles include depending lower 
rollers {} and 3, respectively, over which a 
portion of the inner belt 2{} passes te ferre a 
holding portion  adapted te engage the inner 
side of the pole and thus automatically grip 
the same the instant any weight is applied te 
the belt, thereby preventing the lineman ïrom 
falling. 
The buckles 2§ and 2 are of special construc- 
tion te permit ready attachment te the outer 
saïety belt and also te provide follet supports 
ïor the inner and outer belts. As shown, the 
buckle 2§ includes side pieces 2] and 2 and is 
provided with a central tongue 2 mounted for 
oscillation on a pivot pin 33 and adapted te 
engage a hole in the outer belt te hold the buckle 
and the auxiliary saïety attachment in adjusted 
position with reference te the outer belt. The 
buckle is also provided with a removable upper 
follet  mounted on a central pin §{} detachably 
secured within the ïrame members by means 
of a nut 35, which follet § overlies the outer 
belt 2 as indicated in Fig. 1. 
Simflarly, the buckle 2 is provided with a 
tongue 2 for engagement with a hole in the 
outer belt and also includes a removable follet 
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35 mounted on a pin 5[} secured by a nut 36. As 
shown, the frame 39 of the bucMe 26 is U-shaped 
and the lower follet 3! is attached thereto by 
means of a hook 46 which snaps over the follet 
31. 
The belt with the improved safety attachment 
can be put on on the ground and used as the 
lineman ascends the poie. 
Mnds of work while wearing the belt and then 
descend the pole without unfastening the safety 10 
attachment. ]Iowever, the instant any weight 
is applied fo the belt the safety attachment 
catches automatically and binds the pole. The 
attachment works on rollers and accordingly will 
not bang up or rail fo catch. The lineman can 15 
hot fall even if he overbalances or becoms u- 
conscious on receiving a shock hm a IVë Wire. 
The auxfliary safety belt attachment may be 
taken off of one conventional belt and applied 
to another within 
mo.ving the screws in the adjustment buckles. 
The inside belt is preferabïy djused So ás fo b 
a ]ittl ihter ana Shoçtér thnhe outside onë 
so tha  it wil ! ti_ghte n just on th e app.licaton of 
weight tereto. T.h_ e outside belt. 
wider than çhe inner belt, wich enÇbles the 
lineman fo distinguish between the two by feel. 
The inveiti_ ïà been dsci.bëd i detail foi- 
the purpose of illustra_tion but if wfll be obvious 
that numer0us modfiCati0ns ' and variations may 0 
be resorted t0 without depar_tin from the spirit 
of the inenton . 
I_- c!Çim 
$. In a 

4 
body belt portion having attaching rings, and 
an outer safety belt portion detachably secured 
fo the rings of the body portion and adapted to 
encircle the outer side of a pole or the like; of 
an inner safety belt having means, foi- attach- 
ment fo the rings of the body belt and buckles 
for attachment fo the outer belt, said buckles in- 
cluding follet means for guiding a portion of the 
inner belt o encircle th pole on the opposite 
side irom the outer belt. 
2. In a lineman's belt foi- use in connection 
with a body belt having attaching rings, and an 
oter safety belt portion having means for de- 
tachably securing the same fo the rings of the 
body belt, and being adapted fo encircle the 
outër Side of p01e or the like; an inner safety 
bel havi.ng means for attachment to the rings 
of the body belt, and buckles for attachment fo 
tle outer' belt, said buckles including roller 
means ïor guiding a POrtion of the inner belç 
to encirc!e te pole on the opposite side from 
the outer bel. 
FRED C. C-I-LDEtS., St. 
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